INTRODUCTION
This manual contains the operating procedures on the equipment your company is using that was manufactured by Leyman Manufacturing Corporation.
Past experience has indicated that it is most unwise to operate these units without proper instructions, which should be instituted by the purchaser.
While these products have certain safety features engineered into their design, they are all operated by human beings. Therein lies the problem of safety and one should always have caution in mind when operating this or any other machine that has parts that weigh several hundred pounds.
Again, let us remind you that there are moving parts on this product that weigh several hundred pounds. These parts, when not under proper control, can cause physical damage to the operator. Because of the weights that are involved; carelessness and neglect of training can make these units dangerous.
Do not overload this product. (2) Check all wiring connections for corrosion and tightness.
Check solenoids for loose fittings and operation.
Check reservoir for correct amount of fluid (platform on ground and tilted)
Inspect fuse links and /or circuit breakers and replace if necessary.
Check the charge line or power line and the connections.
Remove and clean all pump solenoid cartridges.
Replace hydraulic fluid in reservoir.
Check and adjust the relief valve setting.
Check brushes and armature in motor. Replace if necessary.
Check amperage draw of motor (see owners manual for recommended amp draw) 
GROUNDING RECOMMENDATIONS

FOR TRACTOR/TRAILER
Utilization of a single positive cable does not provide sufficient ground. Therefore, our recommendation for grounding tractor trailers with a LHLP™ gate are as follows:
Two (2) cables: one (1) positive and one (1) negative, both running to the tractor batteries.
The Maintenance Minder 2 controller (optional) requires that a minimum of 8 volts be maintained under load in order for the LHLP 5500 to operate.
NOTE:
The use of a battery charger as the sole power source to operate the LHLP™ is unauthorized and will prevent the LHLP™ from working properly. The lift gate must always be operated in conjunction with at least one (1) 12 volt heavy duty lift gate battery. The LHLP Power Unit must be properly grounded. A 5/16" Ground Screw is provided on the pump block to connect a ground wire to the vehicle frame.
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MAINTENANCE MINDER 2 OVERVIEW
Power unit is equipped with the Maintenance Minder 2 Controller. It will:
• Automatically keep track of maintenance intervals and warn the user when maintenance is due, based on the number of lifts.
• Record low voltage occurrences.
• Record of high temperature faults.
• Record of maximum run time faults, when a single operation exceeded the maximum continuous run time limit.
• Give helpful trouble-shooting information on MENU 4, "Last Lift Info".
FAULTS CODES
A decal in the power unit enclosure lists the following signal codes for these faults: All faults signals will be repeated THREE times. Controller will prevent power unit form operating during the time period when a fault signal is sounding (about 5 to 10 sec.) The controller is also equipped with an anti-doorbelling feature, which prevents rapids ON/OFF operation of the power unit.
RESETTING after MAINTENANCE IS PERFORMED
To RESET the Maintenance Minder 2 after maintenance has been performed:
1. Go to MENU 2, hit "ENTER", and toggle down to the "Reset All Info" screen. 2. Press the hidden RESET button under Maintenance Minder 2 logo at top of faceplate. 3. Follow the instructions on the screen regarding a second button, which must be pressed to complete the reset operation. and 8 volts -must not be any longer than 3 seconds or gate will stop).
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